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MINE VENTILATION FANS

Mine Ventilation Fans
Two-Stage Axial Flow Fans - Contra-Rotating  

Features
* High Quality Aerofoil Bladed Cast Aluminium Impellers
* Robustly Designed Casings, Flanges & Motor Mounting Brackets
* Fully Welded Construction With Heavy Duty Hanging Brackets 
* Totally Enclosed Air Over Motors, With Minimum IP55 Protection
* External Terminal Boxes - Fully Welded Steel Construction
* Wire Mesh Guards At Fan Inlet For Protection
* Bag Adaptors At Fan Discharge (Optional)
* Inlet Cone With Guard (Optional)
* External Greasing Points For Motors (Optional)

Proven Performers - Over the past 20 years, our extensive skills and 
experience have gone into supplying numerous contra-rotating axial
flow fans for underground mine ventilation throughout Australia, 
particularly the Kalgoorlie region of Western Australia.

AF 1220 Two Stage Fan, Heavy Duty, 55kw per stage
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MISCELLANEOUS

Inline centrifugal fans

The Aerotech inline centrifugal fans are heavy duty industrial type,
non-overloading fans which are quiet and compact. The consolidation of the 
centrifugal wheel in a tube with guide vanes produce a highly efficient performance
characteristics comparable to scroll type centrifugal fans but with minimum space
requirements similar to that of axial flow fans. The tubular design eliminates the
need for duct turns and transition pieces, thus providing simpler and less costly
installation. The inlet and outlet diameters are identical and the fan can be 
mounted vertically or horizontally.

Acoustically Lagged Centrifugal fans

The Aerotech range of centrifugal fans can all be acoustically lagged
to reduce radiated noise from the fan casing. The whole casing is 
double skinned and insulated with sound absorbent material. It is
more economical to purchase a lagged fan than to acoustically insu-
late the fan casing on site to meet the necessary noise requirements. 

Petrol Engine Driven 
centrifugal fans

These fans are ideal for use in remote areas
where electricity supply is not easily available.

Plug Fans  for high 
temperature

The Aerotech plug fans are solidly welded,
non-overloading fans which can be square
panel mounted to the side or top of oven
dryer panel. The mounting panel is insulated.
These fans are designed for internal opera-
tion in furnaces, ovens or kilns where air has
to be exhausted, re-circulated, or distributed.
Plug units eliminate ductwork and special
mounting platforms.
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MVX 320 s/s fan, Arr.1, 90kw HP 332 fan, Arr.8, Coupling Driven, 22kw HP 406 fan, Arr.1, 120kw

F 24 Fan MVZ 160 fan

Direct Driven Belt Driven


